








Just as there is more to crafting the perfect German beer that goes beyond barley & hops, 
there is more to crafting a stunning floor than wood and stain. Shamrock Plank Flooring 
presents the German Gasthaus Series featuring heavily hand scraped hickory in three elegant 
colors: Pilsner, Maibock and Dunkel.  Transform your home into a beautiful chalet with 
these elegant wooden textures.  Celebrate your home all year long, well after the Oktoberfest 
is over and the polka has ended!
SOLID Product Information
•  Offered in 3/4” SOLID precision milled flooring
•  Colors: Pilsner, Maibock & Dunkel
•  Satin Finish
•  Slowly Air dried & Kiln dried for maximum stability
•  Packaged in 7’ bundles
•  Side matched and end matched for easy, precise installation
•  Install At or Above Grade Only
•  Nail, Staple or Glue
•  Available in 4” & 5” widths

PilsnerHICK OR YPilsnerPilsner
MaibockHICK OR YMaibockMaibock
DunkelHICK OR Y DunkelDunkel

We  o f f e r  S O L I D  b e c a u s e  w e  k n o w  y o u  w a n t  c h o i c e s . . . We  o f f e r  Env 1r o n e e r e d  b e c a u s e  w e  k n o w  y o u  w a n t  f l e x i b i l i t y .

Shown: Hickory PILSNER
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Brazilian Cherry

Santos 
Mahogany

Shown: 
BRAZILIAN CHERRY 
with CLEAR finish

With fine grain and rich reddish brown hue, Santos Mahogany is flooring at 
its most graceful. Beyond the surface its exceptional hardness makes Santos 
Mahogany ideal for both residential as well as commercial installations. Turn 
your home into a masterpiece with Santos Mahogany.
 

Brazilian Cherry, also referred to as Jatoba, is known for its dark brown to black streaks	
found throughout the dark orange to reddish brown tones of  the species. The golden luster of  this 
dynamic floor is perfect to spice up any kitchen or liven up a boutique entrance. This dense and 
durable floor is suitable for both residential and commercial applications.
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Shown: 
SANTOS MAHOGANY 
with CLEAR finish

Tigerwood	       is one of  the most interestingly patterned wood found in the 	 world. The striking 
grain and deep orange to red background makes this floor a bold choice showing a flair for the exotic. 
Tigerwood will take a boardroom to bold and a study to stunning. This treasure from Brazil will fill 
your home with warmth and sophistication. 

Tigerwood

Shown: 
TIGERWOOD 

with CLEAR finish

Env 1 r o n e e r e d 
Exotic Product Information

•  5/8” Thick - One of  the thickest Environeered 
   products in the industry
•  Install At or Above Grade 
•  Nail, Glue or Float
•  Stocked in 3-1/4” & 5” 
•  36” average length on Premium
•  1/8” Dry sawn wear layer adds longer life and 
    maintains value
•  9 Ply Birch Core - Maximum dimensional stability
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Mouldings are available in all species in 8’ lengths as well as 5/8” thickness 
to compliment our Env 1 r o n e e r e d  line.

T-Moulding



Warranty
Shamrock Plank Flooring warrants that our product is free from defects in grading or manufacturing and we will replace any plank, which shows a manu-
facturing defect so long as it is returned to us prior to installation. Planks with manufacturing defects or character that is deemed undesirable by the end user 
should not be installed. All of  our products are manufactured from natural materials and contain variations in color, grain pattern, and texture. This warranty 
does not include variances in color, knots, or kiln drying defects in the installed product or variances between showroom samples and the installed floor. All 
Environeered flooring products are warranted against manufacturing defect in regards to milling and delaminating. 

There are no warranties, which extend beyond the description on the face hereof. These warranties are given in lieu of  all other warranties. There is no war-
ranty of  merchantability or fitness for any particular purpose except the express warranties on the face of  this document. Shamrock Plank Flooring excludes 
all warranties implied by law or implied by fact, which are not expressly set forth on the face of  this document. The manufacturer excludes and will not pay 
any consequential or incidental damages. This warranty is valid only to the original purchasers of  the flooring and is not transferable. 

Structural Warranty
Shamrock Plank Flooring offers a Lifetime Structural Warranty on all Prefinished and Unfinished, solid and Environeered products as long as the flooring 
installation and care guidelines are adhered to. This warranty is given solely to the original purchaser. Our structural Warranty does not cover the normal 
seasonal expansion and contraction that solid wood floors may experience between boards at different times during the year. If  minor separations do occur, 
they are not covered by this warranty. Cupping or crowning due to excessive moisture or humidity is not covered by this warranty.

Finish Warranty
Shamrock Plank Flooring offers a 35 Year Finish Warranty on all Prefinished solid and Environeered products as long as the flooring installation and care 
guidelines are adhered to. This warranty is given solely to the original purchaser. This Finish Warranty applies only to residential applications and installations 
with regular wear and when proper care and maintenance are followed.

Shamrock Irish Pub and Gasthaus Hand-Scraped Flooring offers a 25 year Limited Warranty to the original purchaser/homeowner who owns the home 
installed to be defect free in lamination, assembly dimension, and grading. The Shamrock Irish Pub and Gasthaus  Hand-Scrapped Flooring prohibits the use 
of  any adhesive tape on the floor during installation or thereafter. This includes tapes that are especially made for wood floors or green masking tapes. In ad-
dition, all Shamrock flooring exclusions and care and maintenance instructions apply. Any breach of  these provisions will null and void warranty obligations. 

Exceptions
Naturally occurring variances in our products are not included in our warranty. These may include, but are not limited to the following: color changes due 
to sunlight, naturally occurring knots and mineral streaking and color variations, wear and tear from regular or excessive use, improper care or cleaning, im-
proper installation or finishing and any occurrence other than a manufacturing defect. Shamrock Plank Flooring strongly recommends following our proper 
Care and Maintenance procedures and always protecting your floors from moisture, furniture, dirt, shoes and pets. 

Care & Maintenance
Wood is a beautifully natural flooring choice and very easy to care for. With proper Care and Maintenance your floor will last the test of  time. Should your 
floor show signs of  wear or slight scratches, you have several options to revive your investment. The most common technique is called a “Screen & Coat”. 
An experienced flooring refinisher can lightly abrade your floor, smoothing out slight wear and refinish with several new coats of  sealer to protect your floor. 
If  your floor appears to need more than just surface attention, your experienced refinisher can fully sand and coat your floor and even add a new stain if  your 
color preference has changed. Please refer to NWFA for all refinishing and sanding guidelines.  Here are a few recommendations;

1. To prevent excess dirt and grit from coming in contact with your floors, use entry mats or rugs at all exterior doors. Throw rugs are also recommended on 
the inside of  those doors. High traffic or potential spill areas in kitchens should also employ this tactic. 

2. Many wood species are photosensitive to direct or indirect U.V. light. Over time your floor may show signs of  a slight change in appearance; move area 
rugs occasionally and shade or curtain large exposed windows to minimize this effect. 

3. Please use felt floor protectors wherever possible. This will allow your furniture to be moved while minimizing the opportunity for surface scratching. 
Clean or replace your protectors often as dirt or grit can be embedded in them. Ball type casters are not recommended as they may dent your floor. Avoid 
any floor protectors that are plastic. 

5. Be aware of  marking soled shoes and keep high-heeled shoes in good repair. Marks from marking soled shoes can be removed by using mineral spirits and 
a soft cloth or towel. 

6. We recommend purchasing cleaning products designed specifically for wood floors that are not acetone or solvent based. These can be purchased through 
your flooring installer or directly from your flooring distributor. Using a vinegar and water dilution is not recommended. 

7. Never use any kind of  over the counter oil, oil-soap, or solvent based products to clean or maintain your floor. They will, with repeated use, erode the pro-
tective finish and dull the luster in your floor. Floors that have been damaged from years of  wear and tear or neglect can be restored to their original beauty 
by sanding, staining and refinishing. For best results, we recommend this be done by a professional wood flooring refinisher.

Installation
Once you have purchased your flooring, we suggest you contract a professional wood flooring installer to install your floor. The success of  your installation 
will rely heavily on proper jobsite conditions being met prior to the floors installation. Your Shamrock floor should not be brought on site until all windows 
and doors are installed and all drywall and paint or texturing is completed. Once on-site, your floor should be stacked in the area it is to be installed, please 
allow 14 days for proper acclimatization for SOLID floors. Environeered Flooring can be installed immediately after opening without the acclimatization 
process. Your flooring product should never be stored in an unheated area, or below grade. 

All N.W.F.A. installation guidelines should be adhered to when installing your floor. To our knowledge, we have found no adhesive/mastic products that will 
not bond to our hardwood flooring products, either solid or Environeered. In radiant applications, we highly recommend using a urethane based adhesive. 

All plank flooring should be glued and nailed. We recommend a urethane based wood floor adhesive and a proper nailing schedule, every four to six inches 
should be sufficient. Your Shamrock floor is unique; knots, mineral streaking and color variations are all part of  your floors’ character. Some boards may be 
deemed less attractive, place them in inconspicuous spots. Consult with your installer prior to final installation.

INSTALLATION OF ANY FLOORING CONSTITUTES ACCEPTANCE OF ITS GRADE, MILLING, AND FINISH. As Shamrock Plank Floor-
ing has no control over installation methods or site conditions, we cannot warranty any installation or site related issue. Shamrock Plank Flooring assumes 
no liability for incidental or consequential damages. This writing is the complete and exclusive statement of  the warranty, and is in lieu of  all other expressed 
and/or statutory warranties. This warranty gives you specific legal rights and you may have other rights as they vary from state to state. Any damage caused to 
the flooring as a result of  the following will void this warranty. 

1. IMPROPER INSTALLATION - Proper N.W.F.A. guidelines must be followed including subfloor preparation. 

2. STORAGE/JOBSITE CONDITIONS - Product must be stored in a dry and heated environment, no exposure to any moisture shall be permitted. Do 
not store in garages, over concrete, or below grade. 

3. WATER DAMAGE - Warranty does not include damage caused by flooding, faulty plumbing, moisture penetration, overflowing sinks, leaking appli-
ances or any like occurrences. Proper handling, storage and installation is the Installer/Dealer’s responsibility. Installer responsibility includes final inspection 
of  flooring prior to installation. Our warranty does not cover flooring with visible defects once it is installed. Installer is also responsible for making sure the 
flooring is installed over an acceptable, suitable sub-floor.
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